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NOTES FOR TEMPORARY TRAFFIC SIGNALS

1. ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUNICATION
DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE CONTRACTOR.

2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED CLOSED LOOP
EQUIPMENT MANUFACTURERS WILL BE APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS.
ALL CONTROLLERS USED FOR TEMPORARY TRAFFIC SIGNALS SHALL BE FULLY ACTUATED NEMA

MICROPROCESSOR BASED WITH RS232 DATA ENTRY PORTS COMPATIBLE WITH EXISTING

MONITORING SOFTWARE APPROVED BY IDOT DISTRICT 1, INSTALLED IN A NEMA TS1 OR TS2

CABINET.

ONLY ONE BRAND OF CONTROLLER WILL BE ACCEPTED FOR ANY ONE CONTRACT.

EXIST 60 R.0.

29"

EXIST R.O.W.

EXIST R.O.W.

PCC SIDEWALK TO BE
REMOVED AND REPLACED

_EXIST R.O.W._

60" R.0.

32

EXIST R.0.W.

FAR-OUT DETECTION
ZONES (

TYP)

3. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE 12", HEADS 100,10, 1 (SEE ROADWAY PLANS) —
SHALL BE PLACED AS INDICATED ON THE TEMPORARY TRAFFIC SIGNAL PLAN OR AS DIRECTED BY % Nk
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4. ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM SHALL BE ] f POWER POLE IF NECESSARY o ~
INTERCONNECTED TO THAT SYSTEM USING SIMILIAR BRAND CONTROL EQUIPMENT. oy : i . e e ATION
5. THE TEMPORARY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD DISPLAYS, SIGNAL HEAD PLACEMENTS 5 EXIST LIGHT POLE i t
AND CONTROLLER PHASING MATCH THE EXISTING TRAFFIC SIGNAL AT THE TIME OF THE TURN ON, 4 TO REMAIN Py i =0 T TEVPORARY JRAFTIC SIGNAL HESD
IF NO TRAFFIC STAGING IS IN PLACE OR WILL NOT BE STAGED ON THE DAY OF THE TURN ON. o i . SPAN WIRE MOUNTED, SECONDARY LOCATION=
MATCHLINE A-A
6. ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BE REMOVED FROM EXISTING POLES, ® TEMPORARY WOOD POLE (CLASS 5 OR BETTER)
RELOCATED AND SECURELY FASTENED TO THE SIGNAL SPAN WIRE OR WOOD POLE AS DIRECTED BY THE ENGINEER. CUY WIRE (TYP) 45 FOOT MINIMUM
7. THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR THIS PROJECT SHALL BE “ECONOLITE” TO B TEMPORARY CONTROLLER CABINET
MATCH THE EXISTING ADJACENT SYSTEM.
¥é%%2E[%%Z%?JSRSS&?H‘E%?EF&? ——  TEMPORARY SPAN WIRE, TETHER WIRE, AND CABLE
8. ALL LABOR AND MATERIALS NECESSARY TO COMPLY WITH THESE REQUIREMENTS SHALL BE TSHNKQHOgRigKEATLUTM&NWL;gOSOLE
CONSIDERED INCLUDED IN THE CONTRACT UNIT PRICE EACH FOR TEMPORARY TRAFFIC SIGNAL POLE AT 40+ HEIGHT &  TEMPORARY SERVICE INSTALLATION
INSTALLATION.
e EMERGENCY VEHICLE LIGHT DETECTOR
9. FINAL CAMERA POSITION TO BE DETERMINED BY THE CONTRACTOR’S CAMERA REPRESENTATIVE EXIST R.0.W. )
TO ENSURE CORRECT ZONE COVERAGE, INCLUDING FAR-OUT DETECTION. I b+ CONFIRMATION BEACON
HARTS ROAD
10. EXISTING TRAFFIC SIGNAL CONTROLLER AND FOUNDATION TO BE REMOVED. EXISTING LIGHT @ VIDEO DETECTION CAMERA
DETECTOR AMPLIFIER, INDUCTIVE LOOP DETECTORS AND ALL OTHER CONTROLEQUIPMENT TO BE oo EMPORARY PEDESTRIAN SICNAL HEAD
RE-USED FOR PERMANENT INSTALLATION. , : © .
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